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flushing  system

brushless  Capping  system

outputs

› Up to 18 CPM

lubricants

containers

› from 500ml to 20L

› No drips
› Weight-filling system 
› Legal Metrology available
› Very high accuracy 
› Weighing accuracy not af-
fected by temperature va-
riations
› Product savings due to no 
overfilling  
     

FILLING

pressurized  tank
› Smaller tank
› Consistent product flow rate 
even with viscosity variations
›  Reduced amount of wasted 
product 
› More economical flushing
 product

TOOLING  system

›«Click & Play»® system
› Dedicated color tooling for speci-
fic containers
› Tooling switch requires no tools
› Quick tooling changeovers

benefits

› Flexible equipment
› Multi-format machine (drums, 
jerrycans, bottles, buckets)
› Small footprint
› Several layout configurations

› «Clean & Play»® system
› Fully automatic flushing
› Customized cleaning programs
› Higher efficiency than standard CIP  
› Volume reduction of rinsing oil

› Consistently accurate torque 
values
› Allows for uninterrupted 
production
› Fast changeovers
› Traceability
› Checking for cap presence 
and correction positioning

caps
screw cap, flexspout, push 
on cap, lid, bung, tab-seal                 

HMI
› Traceability
› User- friendly interface    
› Programmable recipes     
› Maintenance indicators                              
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Explosion 
proof design


